
TYPICAL PRIVATE OFFICE - 0-10V DIMMING

DAYLIGHT ZONE

SEQUENCE OF OPERATION:

· LIGHTING SHALL BE CONTROLLED WITH DUAL-TECH

CEILING MOUNTED VACANCY SENSOR(S).

· LIGHTING ZONE(S) TO BE CONTROLLED WITH

DIMMING POWER-PACK(S).

· SPACE SHALL BE PROVIDED WITH LOW-VOLTAGE

OVERRIDE SWITCH FOR ON/OFF/DIM CONTROL.

· DAYLIGHT SENSOR(S) AND DIMMING SHALL BE USED

IN SIDELIGHTED AREAS WITH MORE THAN 150W OF

LIGHTING, PER IECC.

· DAYLIGHT SENSOR(S) AND DIMMING SHALL BE USED

IN PRIMARY SIDELIGHTED AREAS WITH MORE THAN

150W LIGHTING OR PRIMARY AND SECONDARY

SIDELIGHTED AREAS WITH MORE THAN 300W OF

LIGHTING, PER ASHRAE.

ADDITIONAL OPTIONS:

· MODEL "nPP16D PA" FOR DEFAULT AUTO-ON TO 50%

· ROOM CAN BE CONNECTED TO nLIGHT BACKBONE

TO ENABLE NETWORK CONTROL INCLUDING TIME

BASED CONTROLS AND INTEGRATION WITH BUILDING

MANAGEMENT SYSTEMS

· FOR EMERGENCY LIGHTING CONTROL ADD AN

"NPP16 D ER" POWER-PACK
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SYMBOL DESCRIPTION

CODE REFERENCE
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